[ J
- when it has to be right Lu_cg

Geosystems
Leica ScanStation Pxx Data Copy Tool

Introduction

The Pxx Data Copy Tool provides data download of several projects in one step or just a subset
of a project from the ScanStation Pxxto a computer.

The data stored on the scanner can easily be reviewed with the integrated MMI-style viewer. The
already transferred data which is stored on your local drive can also be reviewed.

Log files from the ScanStation Pxx can also be transferred to a computer.

Installation

Unzip the PxxDataCopy x.xx.xx.xxx.zjp and run the Sefup.exe to install the Pxx Data Copy Too/ on
your computer. The install shield wizard will guide you through the installation of the program.

Preparation

Boot up the ScanStation Pxxand make sure the scanner is connected via data transfer cable
(GEV228) to:

e direct network plug on your computer
e the company's network

The direct connection may take some seconds to be established and your computer will indicate
a local area connection with limited connectivity.

Using Pxx Data Copy Tool

Double click the PxxDataCopy.exe from the installation folder or the application shortcut created
on the desktop during installation to start the Pxx Data Copy Tool.
The Copy Tool Program displays 5 buttons in the button bar.

a) Select b) Select Project c)Refresh d) Start e) View
Scanner Folder Content Download License
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1. Content Frame
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3. Status Bar

Figure 1: Pxx Data Copy Tool '.
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a) dick the Select Scanner button from the button bar to open a list which displays all
available scanners within the network. Highlight the scanner’'s name and click "OK" to
connect to the selected ScanStation Pxx.

1’| Browse for Scanners l =aEel )
Type Serial Nr Firmware Nr
ScanStationP30 1850008 258,840
ScanStationPA0 1850054 258,840
[ Cancel | [ OK |

) Figure 2: ScanStation Pxx Selection

The connection is successfully established when the ScanStation’s serial number is dis-
played in the title bar next to the Data Copy Tool's version number.
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Connect finished. Ready.

Figure 3: Connected Data Copy Tool

b) dlick the Select Project Folder button to load a project folder stored locally on your com-
puter which contains at least one scanning project. The data can be reviewed within the
Viewing Frame (2) by selecting either a scan, a target or an image.
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CreationDate  : 5.25.2016 &35
2 Face : No Northing [m] : 43935
Compensator : Yes Easting [m] © -23877
Target Type : Leica B/W 45" Height [m] @ 03645
Target Height [m] : 0.0000 Distance [m]  : 50137
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Connect finished. Ready.

Figure 4:Review Project on local Computer

Leica Geosystems AG
Heinrich-Wild-Strasse
CH-9435 Heerbrugg
Schweiz

Pxx Data Copy Tool www.leica-geosystems.com



c) The Refresh Content button is reloading the project structure from either the scanner or
the locally stored data into the Content Frame (1). This may be needed if the scanner is
acquiring scans into a new created project during the ScanStation Pxxis still connected
to your computer.

d) The Pxx Data Copy Tool provides downloads of project data and log files.
Click the Start Download button to copy the selected data within the Content Frame (1)
to a location of your choice. Within the upcoming window ( Figure 5) the destination
folder on the local device can be chosen.
Note: Projects which are opened from a local device cannot be copied to anywhere else.
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Figure 5: Location to Data Storage

During the download the Status Bar (3)is displaying a progress bar.

Working... Copying project0l ... I "’ | 62%

Figure 6: Status Bar (3)

When the Status Bar is showing Ready again then the download is successfully finished.

e) By pressing the View License button the copyright information about installed freeware
software is displayed.

PdfSharp Licance X

Copyright (c) 2005-2012 empira Software GmbH, Troisdorf (Germany]

Permission is hereby granted, free of charge, to any person
obtaining a copy of this software and associated documentation
files (the "Software"), to deal in the Software without

restriction, including without limitation the rights ta use,

copy, modify, merge, publish, distribute, sublicense, and/or sell
copies of the Software, and to permit persons to whom the
Software is furnished to do so, subject to the following
conditions:

The above copyright notice and this permission notice shall be
included in all copies or substantial portions of the Software.

THE SOFTWARE IS PROVIDED "ASIS", WITHOUT WARRANTY OF ANY KIND,
EXPRESS OR IMPLIED, INCLUDING BUT NOT LIMITED TO THE WARRANTIES
OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE AND
MNOMINFRINGEMENT, IN NO EVENT SHALL THE AUTHORS OR COPYRIGHT
HOLDERS BE LIABLE FOR ANY CLAIM, DAMAGES OR OTHER LIABILITY,
WHETHER IN AN ACTIOM OF CONTRACT, TORT OR OTHERWISE, ARISING
FROM, QUT OF ORIN CONMECTION WITH THE SOFTWARE OR THE USE OR
OTHER DEALINGS IN THE SOFTWARE.
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